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Prelude 1200 
Introduction 

Than* you for buying this Prelude 1 200 sound card for your AIZOO 

The Prelude 1 200 h an nil-new design wh*h attaches to the faherwiseunusrd) Al200ctak 
port header. Il is 100% API compete with the well -published Zorroll Prdude card - and 
therefore with virtually oil application* software written for the Zonoll veruon of PreJafe 
note that you will need an '030*0Mhz accelerator (or faster) and 8MB fast memory lo make 
full use of the Prelude 1200 card ' 

You should however be aware that certain other A 1200 accessories (for example tome Zorro 
riot adaptor*, and the EJbcu (Power) IDH Flyer) partially or wholly obstn« the A1200docfc 
pcfl. If . on hrtter esaminatioo of your A 1 200 s>3tem 

port because it is obstructed in some way then you MUST contact your supplier BJyFQHl 
attempting io fit the Prdude to your A1200. In most cases toey will be able » advise you 
now to get round the problem. 

Checking out your order 

On receipt of your PreludcI20Q please check carefully to ensure yon nave received the 

tooc^nBconqxnentttaxicpicTL.olr. -wr P^oaa— fti - ■ ■ 

• PreludelZOO Digital Card with clock portcomec^untfa (W^^ 

• Preludel200 analogue card for fining in the A1200 blanking pUte next to the external 
floppy dnve connector - (rightmost in picture) 

• Flexible ribbon cable with feniie fU» for Itruan^ the w art, 

• 3mm nut and boll for securing the analogue card to the A 1 200 

If any nems ate missing please contact your supplier before proceedint . Claims for shoflaKs 
cannot be entertained once installation has started 
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i ..«.•! I. "3 »our Prelude I lOO 

1 Tumo«ryoorA1200»ndrtmo«ihcr,« 
,otws which hold the top of the case in 
place, and ihc iwo icrcws at ihc back above 
the external floppy poci which hold ihc 
back edge of Ihc Internal floppy dnvt 

2. Turn ihc A1200 ihc rijhiwiy up. remove 
ihc LED connector from the moUioboard 
.nd p« ihc top half of ihc case on one side. 
Slile the keyboard back out of its clip* and 
lay it upside down behind ihe A1200. 



y Remove the single screw- the rite. of ibe 
floppy drive toward* ihc front of ihc ai *<*u 
and ren ihe ftoppy drive mechanism upwdc 
down on the t«k of ihc keybowd. (Sec ihe 

illustration.) 



A. the cent* of "* AWM « » pfrfoi«« 1 
moi.l cover - the RAM shield • wttefc 
coven the ctock port conaecior Bend up 
ihe mewl ugs a "ch side (which hold it in 
place) and remove the cover. No* bend the 
lags outwards so they are flat against the 
metal .hie*. You can now see the * chip 
ram memc*y clups. and toward the Ironl 
cdRr of the hole (nearest the Kktatart 
ROM chips) you will sec the pins of the 
clock port connector (See the Ulustrattorth 
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ZZEL* L the PteludelM is connect n Ihe nghm»sl 22 ptns. 
N*, >• A fe. A1200-. woe rind with*, incomtfly positioned eta* pon &»*■ 

dock pot connwo. .< .11 The* are munif^mB ««£ •«* « te 
«H rel.li.el, e*U, by m-y dctas on . ch„ g e*.1e b-is. 
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CDROM mstaikdo/wf have a specified the optional *AUX V CD audio input connector 
when you purchased your Prelude 1200. you can connect (lie Audio output from the rear of 
the CDKOM mechanism lo the 'AUX 1 ' connector using a suitable CDROM 4-way audio 
able (not supplied as standard but Available from most Prelude dealers)- The AUXI 
connector - when fitted - is positioned directly under the analog boards ribbon cable 
connector and pointing to the front of the A 1200. This Allows you to mix - under software 
control * CDIM audio with Prelude Audio. If yoii wish m mix the Audio from the Amiga'* 
output with that from your CDROM andAw ihc output from the Prelude 1200. connect a 2 
x phono to I * 3.5mm stereo jack lead (not supplied) between the Amiga's phono output 
rackets and the AUX2 input on the Pre!udcl200 analog board. 

9. Reposition and refU the (loppy drive (using f ■ - M 

all 3 screws), keyboard (and internal hard 
drive if appropriate). Then reconnect the 
indicator LED connector and reposition the 
upper half of the cue- Squeeze the rear edge 
of the A 1200 until the two halves of the case 
snap into ptAce. Turn the Al 200 over and 
insert And fasten the five screws which hold 
die ca*e together 

10. Conned up Ihc power supply, monitor and mouse and power up ft the A 1200 fails to 
^^ boot. switch off irrmetfatclv «nd rechocfc*pff InfttMMionwqffc If yqucannor rec:>' 
probknrtoritjict your myplicrYi iiha f l l Tl jppon line before proceed^* 

1 1. Assuming til is well, prax-ed with software insttJUlioa Please note that you wUl need a 
CDROM to install the software and demonstration files (over I0OMU of files arc included 
on the CD). 

Not: If you wish to record from an amplified (or pre- amplified) audio aource (eg. from 
die 'line oul' socket of a Walkman. MiniDUcor CD player you should use ihc 
'LINE* or AUX 2* input socket on the Prelude 1200. The 'MIC input should only 
be used for low-level microphone conneciiom aa it has an additional preamplifier 

■Ugt Connecting a 'line' source lo the MIC socket will overload the input and 

could damage the Prelude I200's internal circuitry. 
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Prelude I lOO software 

A comprehensive range of public domain and propr ictary software is supplied with your 
PiehrieI200 on the accompanying CDROM. Much of the supplied software is under 
continual d e v el op m ent so the program documentation and release noses ate supplied in 
Aiiiipaguidc and text fornut "Readme* files on the CD itself rather than in printed form. In 
addition tlic Prcludcl200 Amigaguidc document give* the latest status of support software 
currently under development- 

The software is installed using the standard Amiga installer routine. Software upd*c* when 
released are available from ACTs website at wwwact-neLcam* 

The following »6ftw#*e is currently available for your PreludciaXk 

• Prelude-AHI drivers - making the Preludcl200 compatible with applicariora which use 
AH1 Amiga rctMgctuMe sound standard** AHI (not supplied) must be preittttifcd 

• Toccatt API driven* -to allow the Prc^^ 

applications, including Oclamrd Sound Studio and Hippoptaycr The Toccata emulation 
is currently being updated to improve its Ocfamcd Sound Scudif compatibility still 



• Mixer - a Workbench startup program which sets the relative levels of the MIC LINE. 
AUXI (CDROM audio! and AUX2MI20Oaudio( uiputstothePteliKteliOOcaM^ The 

• GMX - a graphicai baDdJnWffWUKUllK tj^nt Uf/kfi c'adjusm t M 
realtime. The values *et can be saved- and are subsequently usrdbi 'he mixer program 

(above) on boot-op 

• Nay 16 - a CU-ba*ed 16 bit, hard drive {or CDROM) digital audio playing program 
using the Aid sundard- 

• AHI Record • for hard disk hifi audio receding using the AHI standard 

• Tapedeck a graphical hard disk 16-bit stereo audio recording ami playback program. 
No*e thai only AlFF-fonnai digital audio is supported ai present MPEG-3 audio can be 
played back direct from Tapedeck If a PowerUp PPC U present in the system. 

• Simple Tapedeck - a graphical program to record and playback CDDA type data streams 
native on Prelude (with full duplex support, which the Tapedeck doc* not have). 

• Surround* - a surrourtl sound decoder for the A1200 Prelude Card (available Feb 99). 

• Samplitude Opus - the definitive Amiga pound editing suite. A limited functionality 
demonstration version ts included on the Prelude 1200 CDROM. The (oil version U 
available (al additional cost) from your Prelude dealer. 

Aseriskcd (*) programs »e not currently part of the CDROM distribution but are/will be 
available for download from ACT* s w<* page. 

Pleise note that Eyeicch tt the official distributor of ACT products in the IIK. Some of 
tac uded CD based documentation may still refer to former ACT distributors 

This Amiga accessory was designed and manutuctuird in the EC by Albtecht 
Tcchnik (ACT) and distributed by Eyaech Group Lid- 
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